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} Controlgears, Contactors and Relays

} MCBs, DBs, MCCBs, MPCBs, ACBs

} HRC, BS & DIN TYPE, Thyristor fuses 

} Push buttons & indicating lamps

} Limit switches, Rotary Switches,  

 Emergency Stop Switches 

} Soft starters Industrial motor starters

 Energy Efficient Motor

} Efficiency Class : IE3 and IIE2, E4

} Wide Range : 0.12kW to 1000 kW 

} Frame sizes 63 to 500

} Versions : 2,4,6 & 8 Pole

} Insulation : Class F 

} Mounting : Foot, Flange, Foot cum Flange

} Industrial Flexible & Armoured Cables

} House wiring & Project Cables

} Flat Cable for Submersibles 

} Jelly Filled Telephone Cables

} LAN, TV and Speaker Cables

} Worm, Helical and Bevel Helical 

} Power transmission capacity from 0.08 to 

 22 kW

} Reduction ratio from 1.49:1 to 3,620:1

} Torque from 20 to 2,500 Nm

 Energy Efficient Motor

} E Efficiency Class : IE2, IE3 and I 4

} Wide Range : 0.12kW to 1000 kW 

} Slipring Motors

} Flame Proof Motors  

} Brake Motors

} AC Drives

 Energy Efficient Motor

} E Efficiency Class : IE2, IE3 and I 4 

} Wide Range : 0.12kW to 1000 kW 

} Slipring Motors

} Flame Proof Motors 

} Brake Motors
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*Levels for efciency class IE4 are under consideration. These are not nalised as yet.
 It is expected that technologies other than cage-induction motors will be required to 
 meet IE4 levels.

Note: 

Motor must at least 
meet IE2 to be 
classied as Energy 
Efcient.
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The New Efciency Classes:
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